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TANK 1.D. 50

UPPER PIPE
GUIDE ERACKETW

BUITPERGHASS

COPLNG—~ -5 1434 [10]
LSG200 SERIES OR
[S6X200°SERIES
10 ?25] _% GRINDER FUMP
N 2 [53]
54 [137) 48 [122] 503 I
4" INLET FOR |
LATERAL
\ 84 [213]
GR20 GUIDE RAIL BASE
1 N— CONNECT TO 1
21 1/2 [55] L 1/4"HDPE
ALARM FORCEMAIN
13 1/2 [34]
CONTROL
FLOAT
SCALE:NTS
BUIBERGHA%S
COUPLNG 4%
6 1/2 [173 [13]
931
TANI
UPPER PIPE
GUIDE ERACKETW
936 1/2 [93]
FIBERGLASS COVER-
9 [22] 7 (171 -5 [14] SHOWN LSG200 DR
r LSCke0
SERIES GRINDER
1-1/4" STEEL RALS POWS
5 [13] i
6" INLET FOR 48 [123] {
LATERAL
84 [214]
SE%%EN“E‘%%EA‘\%EW GR20 GUIDE RAIL BASE
SEE DETAIL NEXT PAGE
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SRNDER PONP N— CONNECT TO
27 (69
AL 1 1/4"HDPE
18 1{)2N [47] F FORCEMAIN
l 12 [30]
OFF
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SCALE:NTS
GRINDER PUMP SCHEDULE
GRINDER PUMP # PARCEL # TYPE MODEL RIM ELEVATION COMMENTS

CAST IRON INSPECTION PORT
COVER, LABELED AS SHOWN

FINISHED GRADE SURFACE
TREATMENT AS REQUIRED TO
MATCH EXIST. CONDITIONS

TYPE E FILL TO 18" BELOW FINAL
GRADE, 6” ALL AROUND VALVE BOX

4" X %" DIA COPPER
BONDED GROUNDING RODS

NON—CORROSIVE
CONNECTION FITTINGS

CAST IRON CLEANOUT
FRAME AND COVER

CONCRETE BRICKS

MULTISTRAND 10
GAUGE STAINLESS

TRACER WIRE, TYP. T~

N

I [FORCE MAIN, SIZE VARIES.

d )

L 3

NOTE:
1. VALVE BOX COVERS SHALL HAVE SEWER

==
DESIGNATION.

2. VALVE BOXES TO BE LOCATED AT ALL FORCE MAIN

CLEANOUT LOCATIONS. SEE SCHEDULE THIS

SHEET

PLASTIC ZIP TIES EVERY
20" TO HOLD TRACER
WIRE TO TOP OF HDPE
PIPE, TYP.

TYPICAL HDPE FORCE MAIN TRACER WIRE DETAIL

SCALE: NTS

STRUCTURES:
PUMP STATIONS, X
MANHOLES, ETC. J,-

Ve

CAST IRON INSPECTION PORT COVER,
LABELED AS SHOWN

CAST IRON CLEANOUT
FRAME AND COVER

2 CONCRETE BRICKS
4 X %s  DIA COPPER BONDED GROUNDING

NON—CORROSIVE CONNECTION FITTINGS

MULTISTRAND 10 GAUGE PE COATED, GREEN
STAINLESS TRACER WIRE, TYP.

PLASTIC ZIP TIES EVERY 20’ TO HOLD
TRACER WIRE TO TOP OF HDPE PIPE, TYP.

(

T

\

FORCE MAIN, SIZE VARIES

TYPICAL BEGINNING / END OF FORCEMAIN

TRACER WIRE DETAIL

SCALE: NTS

PRESSURE PLATE

MECHANICALLY ACTIVATED
WATERPROOF RUBBER SEAL
SYSTEM MANUFACTURED BY
LINK- SEAL, OR EQUAL.

CONCRETE WALL

GRINDER PUMP TO MANHOLE
CONNECTION DETAIL

SCALE: NTS|

11/4" HDPE DR-11 IPS PIPE

COMPRESSION (SIZE VARIES) x 2" MALE PIPE
THREAD LATERAL CONNECTION CORPORATION FITTING
AS MANUFACTURED BY CENTRAL, OR EQUAL.

SDR 35-8"x4" TEE WYE
CONNECTION AS MANUFACTURED
BY HARCO, OR EQUAL.

GRINDER PUMP CONNECTION TO GRAVITY SEWER

4" DIP BLIND FLANGE

WITH THREADED %"
MANUAL BALL VALVE

FLOW ——=

4” HDPE FORCEMAIN
/4” HDPE 45° WYE

;

=
k]

PLAN
NOT TO SCALE

FOR PRESSURE RELIEF \f Y

4" DUCTILE
IRON 45" BEND

4" HDPE
FORCEMAIN

4" HDPE 45°
WYE

FRAME & COVER
FINISHES NOT SHOWN

MANHOLE FRAME & COVER (TYP.)

SECTION
NOT TO SCALE

MANHOLE PENETRATION

48" PRECAST
CONCRETE MANHOLE

8” PVC SEWER LINE

SLOPED CONCRETE FLOOR

TRANSITION FROM
HDPE TO DIP

4" DIP CLEANOUT

4" DIP BLIND
FLANGE

DIA.
MANHOLE COVER

FINISHED GRADE

-

48" X 24" DIA.
MANHOLE CONE
SECTION

/8" PVC SEWER

LINE

48” ID PRECAST
CONCRETE
MANHOLE

+T—CONCRETE GROUT

FILL AS REQUIRED

FORCEMAIN TO MANHOLE CLEANOUT

DIP CAP W/ RETAINER (TYP.)

DIP CLEANOUT RISER (TYP.)
CONCRETE DONUT AOBE —
6" DEEP (TYP.)

DIP 45° BEND

DIP CAP W/

(TYP.)

PLAN

(VARIES)

ELEVATION

CLEANOUT (TYP.)

RETAINER (TYP.)

TRANSITION COUPLING

SDR 17 HDPE PRESSURE
SEWER (TYP.)

FINISHED GRADE
EL. VARIE:

VALVE BOX

PLUG VALVE

IN LINE CLEANOUT AND VALVE

NOT TO SCALE

4"x 1 1/4" SCH. 40 FLUSH
SOCKET REDUCER AS

FORCEMAIN CLEANOUT SCHEDULE

MANUFACTURED BY SPEARS,
OR EQUAL.

LOCATION (STA.)

TYPE

LOCATION

4” SDR 35xSCH. 40 ADAPTER

AS  MANUFACTURED BY
HARCO, OR EQUAL.

SCALE: NTS
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SHEET:




